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to ASTM E-136, with zero me spread in accordance to ASTM E-184.
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MaxiSOFFITTM

STORAGE AND HANDLING:

 Protect from the weather.
 Use the plastic cover that is provided with the pallet to keep   
    product dry.
 MaxiSOFFITTM  is  produced  with  a  factory-applied    
    primer; this primer does not provide adequate resistance    
    to moisture in the event the product is allowed to become   
    saturated during storage. If MaxiSOFFITTM becomes wet or   
    saturated, allow product to dry before installation.
 Store product dry and  �at prior to installation.
 Installing MaxiSOFFITTM wet or saturated may cause    
    shrinkage at butt joint, which could produce breakage at corners.
 Protect edges and corners from chipping.
 Carry panels on edge.

MAXITILE is not responsible for damage caused by improper storage and / or handling of the product .

LAP SIDING INSTALLATION GUIDE

MaxiSOFFITTM

 

It will not rot or deteriorate. It is non-combustible in accordance

 is available in ¼” (6 mm) nominal thickness in
two types: Vented (V) and Non-Vented (NV), in two textures,
Smooth and Classic Cedar. Vented is designed
for generating natural ventilation, with more than 5 square
inches of vented area per lineal foot.

We suggest that you read these instructions at least twice.
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FASTENERS:  

 Fasteners must be corrosion-resistant; preferably quality hot dipped galvanized nails. MAXITILE is not responsible  
for corrosion resistance of fasteners. Stainless steel fasteners are recommended when installing MAXITILE products 
near the ocean, or in very humid    climates. Always check local building codes for additional requirements.

 Screws shall be self-drilling all weather or stainless steel.

 Staples are not allowed.

 Installation into wood stud:

   Nails must always hit studs, penetrating a min. of 1-inch into stud.

   Nails can be applied using a smooth head hammer or a pneumatic 

     nail gun with  �ush attachment so that nails are not over-driven.

  If you are hand-nailing near corners, pre-drill the holes to avoid 
     accidental breakage.

 For wood frame construction, a minimum of 4d common nails x 1 ½” long spaced 8” O.C. (on center) at panel edges, 
and  intermediate framing studs spaced up to 24” on center are suitable in most locations. 

 For conventional 20ga steel frame construction a minimum No. 8-18 x 0.323” HD x 1” long ribbed bugle screws  
    spaced 6” o.c. at panel edges and intermediate framing members spaced up to 24” on center are suitable in most   
    locations.

 Drive fasteners perpendicular to siding and framing.

 Do not over-drive nail heads or drive nails at an angle.

 If nail is countersunk, caulk nail hole and add a nail. 

 Do not use aluminum fasteners, staples, or clipped head nails.

NOTE: Published wind loads may not be applicable to all areas where Local Building Codes have sp risdiction. Consult MAXITILE Technical 
Assistance if you are unsure of applicable compliance documentation.

Pneumatic Finishers Gun 
with Flush Attachment
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FRAMING:

 MaxiSOFFITTM  panels may be installed over either wood or steel framing complying with the Local Building Codes.   
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Remember: Fastener always must be attached to structural framing members.

O.C. 



INSTALLATION:


 

 MaxiSOFFITTM panels must be fastened to a solid, nailable substrate such as wood 2x subfascia.


 
Additional framing may be needed to ensure proper fastening.





 An insect screen can be installed using building adhesive, but the net ventilation will be reduced.

JOINTING METHODS:

 Install MaxiSOFFITTM panels in moderate contact at ends or leave 1/8” gap and caulk.

 Maintain a minimum 1” gap between gutter end caps and siding & trim.

KICKOUT FLASHING:

 Because of the volume of water that can pour down a sloped roof, one of the most critical ashing details  
    occurs where a roof intersects a sidewall.

 The roo ashed with st ashing. Where the roof terminates, install a kickout of su cient length   
    and in a direct angle that allows the water to run down the roof, away from the siding.

 It is best to install a self-adhering membrane on the wall before the subfascia and trim boards are nailed in  
    place, and then come back to install the kickout. 
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